
UWT SENSORS FOR DEMANDING MEASUREMENT TASKS
Benefit from our experience and you will f ind a suitable product for all types of application

PRODUCT MATRIX 
SOLIDS

LEVEL LIMIT MEASUREMENT CONTINUOUS MEASUREMENT

Product Rotonivo® 

RN 3/4/6
Vibranivo® 

VN 1/2/4/5/6 
Mononivo® 

MN 4 
RFnivo® 

RF 3
Capanivo® 

CN 4
NivoBob®  

NB 3
NivoBob® 

NB 4
NivoRadar 

® 

NR 3
NivoRadar 

® 

NR 4
NivoGuide® 

NG 3

Measuring  
principle Rotation Vibration Vibration Capacitive Capacitive Lot System Lot System Radar Radar

Guided 
Radar 
(TDR)
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Solids in liquid -  - - -  - - - -
Material prone  
to caking  - -   

Abrasive material    -    
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Sensitivity 
(bulk density / DK)

≥ 0.94 lb/ft³ < 0.312 lb/ft³ ** ≥ 1.25 lb/ft³  DK ≥ 1.5  DK ≥ 1.6 ≥ 1.25 lb/ft³ ≥ 1 .25 lb/ft³ DK ≥ 1.6 DK ≥ 1.1 DK  ≥ 1.5

Process temperature -40..2012 °F -40..302 °F -40..302 °F -40..932 °F -40..356 °F -40..482 °F -40..176 °F -40..200 °C -40..80 °C -40..200 °C

Process pressure 145 psi 232 psi 232 psi 362.6 psi 362.6 psi 25 psi 2.9 psi 3 bar 3 bar 40 bar

High mechanical load   - 

High humidity  - -     

Vibration in process    
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EHEDG - -  - - - - - -

SIL  - - - - - - - - 

EX certification          

Sensor material 316L 316L 316L
316L /  PPS 
Ceramic

PPS 304/303/316 Al/303/316 316L/PEEK PVDF 316L/PEEK
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